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OVERFILL CONDITIONS - 

Action: Relay this information to the Colorado Department of Public Health and Environment 

(ITS) and Modular Storage Tanks (MSTs) during 
set conditions, certain response levels may need to be 
se are-addressed and explained here. These levels - -  

rate of arrival from the Interceptor Trench 

pumping water from the ITS sump to the tanks and - -  
rocessing facility. The pump rate from the sump into 
er minute (GPM) (approximately 85 GPM from one 
allel) and the pump rate out is approximately 25 GPM. 

(IMARA) states that one of the three MSTs will 
ncy tank to be used in the event that one of the "in 
. freeboard (96 inch fill level) will be maintained in 

Manufacturer recommendation is that a minimum of 18 inches of water be maintained in each 
7 each tank to prevent a spill caused by overtopping due to wind or seismic events. 

r, therefore operationally empty is approximately 

. .  

er rate into the ITS 
I laterals that enter the 
r precipitation events, 
n this occurs, the sump 

mmxr/ control this overflow, it is not treated as a spill and is not reported beyond being recorded in the 
&Cv- operations log book. 

SlGNATURE continues to fill until it overflows into North Walnut Creek. No attempt is made to contain or 
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! RESPONSE LEVEL I 1  ?E?LV TO RF? CC NO. 

The second conditicn occurs when the rate into the MSTs exceeds the pump out rate for a 
sufficient period of time that both "in service" tanks are filled to the 86" hicjh level alarm interlock 
Oeprogramming of this interlock is required to fill to the 96" level. At this point (W), the third 
(emergency) tank will be placed in service to receive the additional water rather than allow the 
sclmp to overflow. This would disable the ability to completely empty a leaking tank in 24 
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hours. The standard operating conditions need to be restored as soon as possible. 
6CCR1007-3 Para. 264.1 96 (b) requires the owner/operator to remove as much of the waste 
from a leaking tank as is necessary to stop the leak and allow inspection within 24 hours. The 
less empty volume available, the greater the risk that leak response will be inadequate. 

RESPONSE LEVEL 111 

The third condition results when all three tanks are filled due to the inability to pump water out 
as fast as it is going in. At this point the freeboard level will be reduced to 12" from 24". This 
somewhat increases the chance of overtopping the tank during a strong wind, however it 
provides about 220,000 gallons of additional capacity. 

__ 
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RESPONSE LEVEL IV 

The fourth and last condition occurs when all three tanks are in service, the freeboard has been 
decreased to 12" and the tanks are once again full. Under this condition, all options have 
already been exercised and when the tank is full the sump pumps will be turned off and the 
sump would overflow. When one tank is pumped down 6", then the sump pumps will be 

The four response levels described above are recommended responses to operating 
conditions resulting from extremely high precipitation events. Exercising of any of these 
responses would be reported to the appropriate RFFO representative with a recommendation 
that the CDPHE be-notified. Restoration to normal operating parameters will be done as soon 
as possible and RFFO will be notified as soon as normal operations are restored. Currently, 
as documented in a regulator contact record, the MSTs . .  are being - operated at response level 11. 
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S. Howard - DOURFFO (SAIC) 
S. Surovchak - DOE/PMD 


